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Lane ABOUT US

ELECTRONICS LANE ELECTRONICS / WEALD ELECTRONICS

s (A

Weald

LANE ELECTRONICS LTD, part of the privately owned Lodge Group, was established in 1966 with a single

‘goal - to become the premier supplier of connector products to the commercial and military electronic equipment ,

industries. Well over four decades on, Lane Electronics continues to supply connectors, adaptors and RF cable |9'.'|,,1
products from many of the Worlds leading connector manufacturers. f

We have a dedicated policy of maintaining huge stocks of an extensive range of connector types which allows us || ’
to generally deliver to you from stock. |1

Franchised assembling agreements by which lead times are greatly reduced, cover: |'-'_.."'-"
Souriau MIL DTL 38998, which includes fibre optic and naval bronze. Lo
ITW McMurdo Micronector 200, 300, 801/801CX and Edgecard. s

Further details of all ranges, our Conditions of Sale and details of carriage charge can be found at
www.fclane.com

There is no minimum order charge and no charge for certificates of conformity. However, we do charge for copies
of manufacturers’ incoming certificates of conformity.

Approvals held: BS EN 1ISO9001: 2008 (RS 00100), IECQ-CECC (D2000.IECQ-CECC), BS9000 (2035/S, Iss. 7)
and QPL Cat C (dscc-vg-vap-97-0763), plus four Approvals for connector assembly.

WEALD ELECTRONICS LTD, established in 1976 and also part of the Lodge Group, is a manufacturer of high
guality connector ranges as detailed in this publication. Weald products are currently only available from
Lane Electronics through whom all quotations are issued and all sales processed. With its own in-house

development workshop, environmental test laboratory and over 30 years experience, Weald Electronics offers
a fast design and development service for customer specials or non standard connectors.

A dedicated policy of maintaining huge stocks of connector piece parts will often enable VWeald to offer lead times
better than industry standard.

Full details of all Weald products can be found at
www.wealdelectronics.com

Approvals held: BS EN |1SO8001:2008 (FM26717), EN 175200 (M1000.IECQ-CECC), CECC 75 201 003 (E1180F),
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Lane CIRCULAR CONNECTORS

ELECTRONICS WEALD ELECTRONICS

RANGE LMH €9« lead

e Approved to IECQ-CECC spec BS/CECC 75201-003
and BS 9522 FO017

» Designed to perform to the requirements of MIL-C-26482
series 1 and Patt. 105

e Bayonet locking, multicontact connectors with solder contacts

o Wide variety of shell styles, sizes and contact arrangements

» Working voltage up to 1500 volts dc or ac peak

e Free shells with grounding fingers available

e RoHS Compliant finishes available

° A_ccessqries available include J sealing glands, protective
‘caps and screen termination

e PCB contacts for fixed styles

e EMC 360° screen termination available

See befow for details of LVIH o FILTER version of LMH Range

Typical part numbers: LMHO2A1419PN; C20971419MNO & page 7 for details of POWER version of LMH Range
_"\\
RANGE LMHC « lWeald

* Designed to perform to the requirements of VG 95328
& MIL-C-26482 series 1

Removable ctimp contacts / no soldering

8 shell sizes and various styles

Working voltage up to 1200 volts dc or ac peak

Free shells with grounding fingers available

RoHS Compliant finishes available

Wide range of back shells - available for screened
& non screened cables
Typical part number: LMHCO6E1210PNO

RANGE LMHF «)  lWeald
FILTER CONNECTORS

Filter version of LMH for EMI suppression

Flange or jam-nut mounting

Individual or combined circuit types & capacitance values
Eliminates internal bulkhead for mounting discrete filters
Eliminates connector to wiring costs

Reduces space envelope required for filtering

Reduces overall weight

PCB contacts

RoHS Compliant and cadmium free finishes available as
a standard

Typical part number: LMHFO2B1419PNA4 1

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR CONNECTORS

ELECTRONICS WEALD ELECTRONICS

RANGE LMG 9« Weald

- Approved to BS 9522 F0014
: ulti~contact circular connectors with solder contacts
Aluminium shells with fine thread coupling

Brass shells with coarse thread coupling
d Ruggad construction e Polychloroprene inserts
de and low frequency applications
i 6 contacts (19 contact arrangements) e 3-60 amps e |P67 rating
~ RoHS Compliant finishes available
= \Wide variety of accessories allowing 360 braid trap termination and

gmd environmental protection, including PG-type backshells

'Tﬁpiféal-p.'art':ﬁrlufﬁbars-:' LMG/H07227/220; C2154 2A6 MO0

RANGE LMF «  Weald

Multicontact circular connectors

Aluminium shells with fine thread coupling

Brass shells with coarse thread coupling = |P67 rating

Plastic inserts » For dc and low frequency applications

Bulkhead styles including thermocouple contacts available

5-60amps e 1-25 non-removable solder contacts (18 arrangements)
Variety of accessories including EMC 360° screen termination available
Clean finish brass version extensively used in the nuclear industry for
glove-box application

e Good environmental protection e RoHS Compliant finishes available s
Typical part number: LMF/1/40225/520 THERMOCOUPLE CONTACTS AVAILABLE
RANGE MG

Reverse bayonet coupling

Based on MIL-C-5015 planforms

Neoprene inserts ® Robust construction

Wide variety of contact arrangements

Aluminium shells (8 styles)

Quick positive coupling with audible indication of full coupling
High shock and vibration capabilities

IP 67 rating

Operating tempetrature -55°C to +125°C

Intermateable with \VG95234 and Pattern 121B connectors
Typical part number: MG O2R 10SL 4P

® & & & o & & © & @

RANGE LMJ Weald
e Designed to meet the requirements of MIL-C-5015

e Aluminium alloy shells with threaded coupling and neoprene insert
e Rated working voltage DC250 —4200

e Atsealevel AC (rms) 200 - 3000

e 1-104 solder/crimp contacts

e 13 shell sizes

e Currentrange 10 - 150 amps

e |P67 rating

e EMC 360° screen termination available

e PG type backshells available

Typical part numbers: LMJ 3102R 10SL 3P

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-malil: sales@fclane.com

www.fclane.com




Lane CIRCULAR CONNECTORS

ELECTRONICS SOURIAU

MIL-DTL-38999 series Ill Rev J Aluminium ..7,,

» Lightweight scoop-proof, high density connectors with
tri-start, self-locking screw coupling

» Qualified to 500 mating cycles

» Signal, coax, triax & quadrax contacts available

e Wide range of piece parts held in stock to allow assembly
to order with short lead times

‘o Full QPL Certification available at no extra cost

‘@ Different finishes available including RoHS Compliant Zinc Nickel
and Zinc Cobalt plating

Typical part number: D3899920WB35PN

MIL-DTL-38999 series Il Rev J Composite .7 .,

e Super lightweight connector 25% to 30% lighter than standard
aluminium connector

Qualified up to 1500 mating cycles

Corrosion resistant (2000 hr salt spray)

Scoop-proof, high density connectors with screw coupling
Signal, coax, triax or quadrax contacts available

Cadmium & Nickel plated shells

WWide range of piece parts held in stock to allow assembly to order
with short lead times

e Full @PL Certification available at no extra cost

Typical part number: D3899926JA35SN

o o 0 0 0 o

MIL-DTL-38999 series Il
Rev J Stainless Steel/K Firewall

e Stainless steel firewall scoop-proof, high density connectors with
exclusive self locking system eliminates unscrewing during high vibration
Qualified to 500 mating cycles
Signal, coax, triax or quadrax contacts available
Wide range of piece parts held in stock to allow assembly to order
with short lead times

o Full QPL Certification available at no extra cost

Typical part number: D3899926KA983N

BS/CECC 75201-002 / JVS Bronze = soﬁ;}u

Approved to IECQ-CECC spec BS/CECC 75201-002

Intermateable and intermountable with standard D38999 series |lI
European naval connector replacing Pattern 608

Accommodates coaxial, triax, guadrax, data bus and optical contacts
Outstanding salt water corrosion resistance

Signal & power contacts sizes 22D, 20, 16,12, 8 &4

Scoop-proof nicke| aluminium bronze alloy shells

Shell-to-shell continuity by grounding fingers

Additional seals allow protection to 3,9 meters

Typical part numbers: JVS16A1135PN; CECC 75201-002-AB35MCNAQO1G

LANE ELECTRONICS - FRANCHISED QPL APPROVED ASSEMBLING STOCKIST /DISTRIBUTOR FOR SOURIAU
- S ——

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR CONNECTORS

ELECTRONICS SOURIAU. LANE ELECTRONICS

M'L-ITL*SBSBS series Il QUADRAX ) .2

sbust MIL-DTL-38998 compliant threaded coupling system for use

h vibration applications

- ct connector solution for 100Mbit/s Ethernet or 150 Ohm fibre channel

[ harsh enviranments

s available in both 100 Ohms & 150 Ohms versions

cu,nfact size 8 and layouts in acc. with the European norm

acts fit standard # 8 cavities of 8D layouts (including mixed size layouts)

Versatile shell materials: available in aluminium, composite, stainless steel,
bronze and titanium

Different finishes available including RoHS Compliant Zinc Nickel
i i@ Cobais plating Typical part number: 8D0Q 21\4/84 PN308

MIL-DTL-38999 series Ill ELIO & 2.
Elio® high speed fibre optic connectors
Housed in the circular MIL-DTL-38999 connector platforms
Pgrfact connector solution for high speed network in harsh environments
[Easy to terminate and install contacts, with no special tooling required
Versatile shell materials: available in aluminium, composite, stainless
steel, bronze and titanium
o Different finishes available including RoHS Compliant Zinc Nickel

and Zinc Cobalt plating
Typical part number: 8DOE 13F04BN

@ ® o o ®

FIBER OPTIC CABLE ASSEMBLIES fane

ELECTRONICS
e Termination & polishing of Elio high speed fiber optic
connectors for use in MIL-DTL-38999 connectors
e Supply of Elio pigtails and patch cords for Elio
to SC/LC/FC/ST terminations

MIL-DTL-38999 series | .

e Aluminium lightweight scoop-proof, high density connectors with
bayonet coupling

Qualified to 500 mating cycles

Signal, coax, triax and power contacts available

Crimp removable contacts

Cadmium & nickel plated shells

Wide range of piece parts held in stock to allow assembly to order
with short lead times PEITS

e Full QPL Certification available at no extra cost ///(f \ \

Typical part number: MS27467T15B35PN

LANE ELECTRONICS - FRANCHISED QPL APPROVED ASSEMBLING STOCKIST /DISTRIBUTOR FOR SOURIAU
- S ——

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR POWER CONNECTORS

ELECTRONICS WEALD ELECTRONICS & SOURIAU

RANGE LMV eV (ead

. ﬁppr‘misd to |[ECQ-CECC spec BS/CECC 75201-004
which includes the safety requirements of BS EN 60950 for
safe use in mains applications and C € marked assemblies.
Solder contacts e Brass shells
Finger probe proof, live and neutral contacts
Various shell styles and accessories
Two shell sizes suitable for direct connection in 250 volt
applications
Max current 7.5, 20 & 32 amps e Leading earth
® RoHS Compliant and cadmium free versions available
as standard

'» EMC 360° screen termination available
Typical part numbers: LMV 2154-1M3-MO

: CECC 75201-004-CO103FSO1ATH

°* o0 o

L]

RANGE LMH Power « lead
e Designed to perform to the requirements of MIL-C-26482

Bayonet locking, multicontact connectors with solder contacts
4 shell sizes and various styles
2 - 5 contacts (6 contact arrangements)
Maximum Current Rating at 85°C per individual contact
in isolation:
Contact size 20 - 7,5 amps
Contact size 12 - 23 amps
Contact size 8 - 45 amps
Working voltage up to 1500 volts DC or AC peak
e Free shells with grounding fingers available
e RoHS Compliant finishes available

Typical part number: LMHO2A1404PN

. 8 ® @

MIL-DTL-38999 series Il (/) @,
Power

Housed in the circular MIL-DTL-38999 connector platforms
Max current rating: 45, 80, 250, 400 & 600 amps

Qualified to 500 mating cycles

Versatile shell materials: available in aluminium, composite,
stainless steel, bronze and titanium

# Different finishes available including RoHS Compliant Zinc
Nickel and Zinc Cobalt plating

Typical part numbers: 8D0 21\W48PN
8D5 21W48SN

LANE ELECTRONICS - FRANCHISED QPL APPROVED ASSEMBLING STOCKIST /DISTRIBUTOR FOR SOURIAU
=
LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR MINIATURE CONNECTORS

ELECTRONICS WEALD ELECTRONICS & AVX

wﬂ £CTRONICT

ing voltage 500 volts dc or ac peak
Black or blue high density plastic mouldings
® Hoods suit either plugs or sockets

Typical part numbers: SM1E SMA1P

|l|l||llllir'l‘l'lll‘i‘l"l
0Omm 10 20 |

SMC SERIES Weald

e Robust sub-miniature plastic bodied

e 3 contacts

* 3amps

e \Working voltage 500 volts dc or ac peak e

e Black, white or blue low density plastic mouldings L

® Panel or cable mounting

Typical part number: SMC 310
ll'lll' "_lll!lllll'll
0Omm 10 20

BMA SERIES series 8118 TAV/X

e Compact lightweight, plastic circular connectors

e 4 and 5 contacts

e 10 amps

* Working voltage 350 volts dc or ac peak

e Fixed solder contacts

e FExtensive range of accessories

Typical part numbers: BMA/4P/LSMSH
10 8118 004 000 000

M SERIES series 8119 TAV/X{

Compact lightweight circular connectors
Plastic inserts

5,7, 9 and 10 contacts

7.5 amps

Working voltage 350 volts dc or ac peak
Fixed solder contacts

Extensive range of accessories

Typical part numbers: M10SASMH19C

® & @ o o 9 @

We reSenie the right o sugply an sifernative product from a different manufacturer. Any alternative
will he dimensionally identicat and will have the same perfamance specification,

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR MINIATURE CONNECTORS

ELECTRONICS TMW (TAJIMI}), AMPHENOL & PREH WERKE

PRCO7 SERIES
e High density version of PRC05

o B—12ways e 2Aat100Vac

e Positive push-pull ball bearing coupling

;Sﬁdﬁf bucket : Typical part number: PRCO7-RBSM
Robust metal construction
PRC03 SERIES

Positive push-pul ball bearing coupling [ ™2™ ways
thcm part number: PRC05-6RC e Positive push-pull ball bearing coupling

R04/R28 SERIES TMN
R04 SERIES R28 SERIES

e 2-12ways s Solderbucket o High density version of R04

e 2Aat 150/200/300V ac o 8-—12ways

» —25Cto+85°C * 2Aat 100V ac

e Watemproof 20 meters e Watemproof 20 meters

® Robust metal construction Typical part number: R28-J12F

e Screwcoupling e Reasonably priced

Typical part number: R04-P5F

C16-1 Amphenol

Ruggedised, screw coupling, plastic bodied
IP67 rated

2 contact arrangements

3 +earth rated at 16 amps

6 + earth rated at 10 amps

Typical part number: T3108 000

e @ o o o

c91 Amphenol

IP40 rated lightweight circular connectors
Split die cast shell with screw coupling
Solder terminations

10 contact arrangements

1-8 rated at 5 amps

12 and 14 rated at 3 amps

Typical part number: T3260 001

TWIST LOCK

e DIN Twist lock coupling connectors for low-cost applications
Life 500 insertion cycles

e Power rating/contact - cord plugs & receptacles:
3A/34V (peak/current steady load) additional current carrying contacts 1.5A
Speaker plugs & receptacles: 2A/34V (peak/current steady load)

Typical part number: 71206 — 050

LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-mail: sales@fclane.com

www.fclane.com




Lane CIRCULAR MINIATURE CONNECTORS

ELECTRONICS CONINVERS & BINDER

PIERCECON M12 SENSOR CONNECTORS  CONINVERS

e Saves assembly time - up to 90% reduction

No special tooling

be re-terminated without further wire preparation
IP67 rating

. M12 standard interface, male and female

e Compact dimensions

Typical part number: PB-04P2N127002

CECE

RCIUC/KHC Series CONINVERS
ShaEmes | UC SERIES

Gl 0 | g wesrproof e EMC cable connectors

' B8/20Aat150/300V ac e M23 threaded coupling e Takes cables up to

e Solder bucket, dip solder, crimp and screw terminals {4 Brorn mates with G
KHC SERIES (formerly HC) series M27 Series receptacles

' Plastic moulded power & signal e Threaded coupling
e 26and28ways e —40°Cto+125°C
» |P67 rating e Solder bucket, dip solder and crimp

720 Series I binder [
Plastic body ' .
IP67 waterproof

3,5,7 8and 12 ways e 2Ato 7A rating
> 500 mating cycles

Internal strain relief

Cable to panel & cable to cable

Cable outlets 2.5mm to 8mm diameter
Typical part number: 720-99-9113-03-05

o o 0 0 0 0 o

710/711/712/719 SERIES =3 binder
710 SERIES 711 SERIES 4= 710 but 719 SERIES
® 2,345 Tanda ® Solder bucket and dip ® 3 4andSways
Ways solder e 34at 125V ac

e A AA rating ® Screw coupling e —40Ctn+85'C
® —40Clo+85°C ® 11.5mm dia. body e Solder bucket and dip solder
e Golder buckst e 12mim dia. bady e P40 rating
® IF40 rat!pg 712 SERIES ® Very lightweight, compact 8mm body
e Bayonet cotpling e [P 67 version of 711 e Snap-lock coupling

® |ay be shielded
423, 680/2, 723 SERIES 1 binder
423 WATER-PROOF 680 SERIES 723 SERIES
® 024 ways ® 0 24 ways cable plugs Parel receptacles for 423 Series

: IPBY waterproof
L4 Wﬁtl?FE?FOOf ®  SASBAMA at 25060V ac
o SAEA/IAaE o 40°Cto+85°C
E_SE'\’:’?BV e X & Solder bucket & dip solder 682 SERIES :

e _ACto+85C e IP 40 rating Right-angle version of 680 series
® Solder bucket SR
e (P87 rating e Screw coupling
® Screw coupling

===
LANE ELECTRONICS Sales Office Tel: 01403 790661 Fax: 01403 790849 E-malil: sales@fclane.com

10 www.fclane.com













































