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LMG HEAVY DUTY RANGE  

STANDARD LMG RANGE EXTENSION 
 

The high quality, extremely rugged LMG Heavy Duty connectors are ideal for use in a wide range of 

geophysical, mining, marine and petrochemical applications, where extreme strength and high 

reliability is essential. These include gas & oil exploration, heavy plant, tunnelling machines, 

concreting, steel industry, shipbuilding, power units, petrochemical, conveyors, marine and other 

heavy industrial applications.  

 

FEATURES: 

¶ High shock and vibration capabilities 

¶ Environmentally sealed from IP67 to IP69 

¶ 2 connector types: staple coupling and threaded coupling 

¶ 2 to 19 gold plated contacts (5 to 19 Amp rating) 

¶ Shell material: clean finish brass (other plating finishes available) 
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LMG HEAVY DUTY  

SHELL STYLES  
 

TYPE 1 - STAPLE COUPLING 

FREE UNIT 

Plug or socket 

  

 
Mates with: 
Fixed units 

FIXED UNIT SQUARE FLANGE 

Plug or socket 

  

 
Mates with: 
Free unit 

FIXED UNIT SINGLE HOLE 
FRONT MOUNTING 

Plug or socket 

  

 
Mates with: 
Free unit 

FIXED UNIT SINGLE HOLE 
REAR MOUNTING 

Plug or socket 

  

 
Mates with: 
Free unit 

TYPE 2 ï THREADED COUPLING 

FREE UNIT  

Plug or socket connector  
for overmoulding 

  

Mates with: 
Fixed unit 

FIXED UNIT M12 THREADED 
HOLE FRONT MOUNTING 

Plug or socket 

  

Mates with: 
Free unit 
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LMG HEAVY DUTY  

MATING COMBINATIONS 

 

TYPE 1 ï STAPLE COUPLING 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
TYPE 2 ï THREADED COUPLING 

 

 

 

 

 

 

 
 

All LMG Heavy Duty connectors can be supplied with male and female contacts/mouldings and can be mated in 

combinations as shown above.  

 
 

 
 
 
 

 

Fixed  
Square Flange 

 

Fixed  
Single Hole  

Front Mounting 

 

Fixed  
Single Hole  

Rear Mounting 

Free 

 

 

Fixed 
Threaded Hole 
Front Mounting 

Free 
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LMG HEAVY DUTY  

CHARACTERISTICS 
 

TYPE 1 ï STAPLE COUPLING 

 

 

TYPE 2 ï THREADED COUPLING 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Temperature range -55Á to +100ÁC  

Maximum altitude 8474 metres 

Number of Contacts 4, 12, 19 

Maximum current rating per 
individual contact at 70ÁC 

5-19 amp dependent on contact size 

Contact finish Gold plated (standard) 

Contact Solder 
Bucket  

Rating 5 amp 19 amp 

Inside dia. 1.50 mm 2.75 mm 

Working Voltage: DC or  AC 
(Peak) 

500 or 700 volts at sea level (dependent on contact size) 

Polarization None (Fixed insert, one position only) 

Dielectric material Polychloroprene  

Dielectric construction Monobloc 

Sealing Environmentally resistant with barrier or barrier and panel sealed (IP67) 

Housing material Brass (clean finish) 

Temperature range -55Á to +100ÁC  

Maximum altitude 8474 metres 

Number of Contacts 2, 3, 4 

Maximum current rating per 
individual contact at 70ÁC 

7,5 amp 

Contact finish Gold plated (standard) 

Contact Solder Bucket  
Inside diameter 

1.40mm 

Working Voltage: DC or  AC 
(Peak) 

700 volts at sea level 

Polarization None (Fixed insert, one position only) 

Dielectric material Polychloroprene 

Dielectric construction Monobloc 

Sealing Environmentally resistant with barrier or barrier and panel sealed (equivalent to IP69K) 

Housing material Brass (clean finish) 
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LMG HEAVY DUTY  

CONTACT ARRANGEMENT AVAILABILITY / PART NUMBERS 
 

TYPE 1 - STAPLE COUPLING 

 

 

AVAILABLE CONTACT ARANGEMENTS 

 
 

4 Way 
19 Amp,  
500 Volts 

 
 

12 Way 
5 Amp,  

500 Volts 

 
 

19 Way 
5 Amp,  

700 Volts CONNECTOR STYLE 

Free Plug LMG/1/91018/715 LMG/1/91020/715 LMG/1/91022/715 

Free Socket LMG/1/91019/715 LMG/1/91021/715 LMG/1/91023/715 

Fixed Plug 
(Square Flange) 

LMG/1/91000/715 LMG/1/91002/715 LMG/1/91004/715 

Fixed Socket 
(Square Flange) 

LMG/1/91001/715 LMG/1/91003/715 LMG/1/91005/715 

Fixed Plug 
(Single Hole Front Mounting) 

LMG/1/91006/715 LMG/1/91008/715 LMG/1/91010/715 

Fixed Socket 
(Single Hole Front Mounting) 

LMG/1/91007/715 LMG/1/91009/715 LMG/1/91011/715 

Fixed Plug 
(Single Hole Rear Mounting) 

LMG/1/91012/715 LMG/1/91014/715 LMG/1/91016/715 

Fixed Socket 
(Single Hole Rear Mounting) 

LMG/1/91013/715 LMG/1/91015/715 LMG/1/91017/715 

    
    Drawings not to scale 
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LMG HEAVY DUTY  

CONTACT ARRANGEMENT AVAILABILITY / PART NUMBERS 
 

TYPE 2 - THREADED COUPLING 

 

 

AVAILABLE CONTACT ARANGEMENTS 

 
 

2 Way 
7,5 Amp,  
700 Volts 

 
 

3 Way 
7,5 Amp,  
700 Volts 

 
 

4 Way 
7,5 Amp,  
700 Volts CONNECTOR STYLE 

Free Plug LMG/1/91024/715 LMG/1/91026/715 LMG/1/91028/715 

Free Socket LMG/1/91025/715 LMG/1/91027/715 LMG/1/91029/715 

Fixed Plug LMG/1/91030/715 LMG/1/91032/715 LMG/1/91034/715 

Fixed Socket LMG/1/91031/715 LMG/1/91033/715 LMG/1/91035/715 

    
    Drawings not to scale 
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LMG HEAVY DUTY  

DIMENSIONS  
 

TYPE 1 ï STAPLE COUPLING 

 
 

FREE PLUGS AND SOCKETS  

 
 

For backend accessories see page 12. 
 
 
 

FIXED SQUARE FLANGE PLUGS AND SOCKETS  
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