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Shell Steel plated zinclyellow passivate or tin
over nickel

lnsulator Polyester rated UL94V-0

Contact Copper alloy plated hard acid gold

Mechanical operations 500 (Standard Dee)
300 (Budget Dee)

Operating temperature -55"C to + 105'C

Current

lndividualcontact at70c Tamb.6.5A
(in isolation)

All contaca simultaneously at 70'C Tamb. 3.3A

Working Voltage 500Vd.c. or a.c. peak

Proof Voltage l500Vd.c. or a.c. peak

Contact Resistance lOmQmax.

lnsulation Resistance lO00MQmin.
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SERIES

SHELL SIZE

MOUNTING OPTIONS

CONTACT ARRANGEMENT

CONTACT TYPE

TERMINATION TYPE

PERFORMANCE CODE

SHELL FINISH

No designator - Standard fixing holes
B - 90' brackets and stabiliser rivetted

(fitted on 50 way 90' p.c. as standard)
F - Float mount for rear panel mounting
G- MP50l rivetted
H- 4-40 UNC threaded inserts fitted
K - MP625 and MD 20418-2 fitted
L - MP50l screw mounted
N- 90' brackets and stabiliser with

MD 2Ml8-2 fiaed
S - MD 2Ml8-2 fitted
T - Boardlocks fitted (straight p.c. only)

P - Plug
S - Socket

No designator - Solder bucket
N - 90' p.c.

OL - Straight p.c.

W -Wire wrapping

No designator - Standard Dee
B - Budget Dee

No designator - Zinclyellow passivate
T -Tin
TD - Tinned and dimpled (plug only)

D - Standard/Budget Dee

EA,B,CandD

9. 15,25, 37 and 50

t4
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PLG 13 15

SPACER (MPs070)

A064

9-37 CONTACTS 50 CONTACTS

Fined with 90'backet
and stabiliser as sEndard

Plastic - with self tapping screws 2 Row MP50l-2 Metal- plain bracket 2 Row MMBI

- with 4-40 U.N.C. insert 2 Row MP625 - with 4-40 U.N.C. thread 2 Row MMB l-40



FIXED CONNECTOR
FRONT

FLOATING CONNECTOR
FRONT
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MOUNTING DETAILS

F

cyP

E

max

c
max

B

max
A

crs
Contact

Arrangement

2740971933925.00

2.74097129339 5233 325

10.9729353 4247.0425

63 5037 69.70 793 t0.97 276

6t.t0 67.31 t5.75 t3.82 2.76

STRAIGHT p.c.

9-37 WAY coNrAcr rDENrFrcAroN (pLUG)

50 WAY

F

2 84 CRS

2 HoLEs AT O3 2 min

{2 HOLES Ar a3 0 t3 t

BOARDLOCK ONLY)

90" p.c.

9-37 WAY
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LOV/ CO'I-'I-AMPED AND CRMED DEE

Shell Steel plated zinc/yellow passivate or
tin over nickel

lnsulator Glass filled polyester rated UL94V-0

Contact Copper alloy plated gold over nickel

Mechanical operations 100

Operating temperature -55"C to + 105"C

Current

lndividual contact at 70"C Tamb. 3A
(in isolation)

Allcontactssimultaneously at7lCTamb.2A

Working Voltage 350Vd.c. or a.c. peak

Proof Voltage I 500Vd.c or a.c. peak

Contact Resistance lSm()max.

lnsulation Resistance 5000MQmin.

Contact Arrangement A

crs (nom.)

B

max.

F

tyP.

9 25 00 39 2.77

5 33.32 39.52 2.77

25 47.04 53 42 2.77

37 63.50 69.70 2.77

50 60 67.31 2.77



SERIES
SHELL SIZE
MOUNTING OPTIONS
CONTACT ARRANGEMENT
CONTACT TYPE
TERMINATION TYPE
SHELL FINISH

SD - Special Dee

LD - Special Dee 90o p.c. alternative

No designator - standard fixing holes (90' p.c. has 4-40 UNC
inserts as standard)
S - Screwlock fiaed (90' p.c. only)
T - Boardlocks fitced (90' p.c. only)
X - Screwlock and boardlock fiaed (90' p.c. only)

No designator - Solder bucket
N - 90' p.c.

OL - Straight p.c.

No designato r - Zind yellow passivate
T-Tin
TD - Tinned and dimpled (Plug only)

P-Pin
S - Socket

9, 15, 25, 37 and 50* (*not 90" p.c.)

E, A, B, C and D* (xnot 90' p.c.)

MOUNTING DETAILS
Straight and 90' p.c.

2 54 90' pc

Bucker and S(raighr pc

2 HOLES AT
y'ton'n -to"pc

0

ct
c
0

tiirUi]

LD SD

8 ]6 PLUG

7 90 SOCKETc ooooo ooooooo o
oooooooooooo o
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P IN CRIMP CONTACTS

Shell Steel plated zinc/yellow passivate or tin

lnsulator Polyester rated UL94V-0

Contact Copper alloy plated hard acid gold

Mechanical operations 500(Standard)
100 (Budget)

Operating temperature -55"C to + l05oC

Current

lndividual contact at 70" T.amb. 3A

All contacts (simultaneously) at 70oC T.amb. 2A

Working Volage 350Vd.c. or a.c. peak

Proof Voltage l500Vd.c or a.c. peak

Contact Resistance l5mQmax.

lnsulation Resistance 5000MOmin.

i4P647-R-46
coNTAcT/wlRE GAUGE 

I

METHOD OF SUPPLY 

-I

PERFORMANCE CODE

No designator - in pack of 100

S - 300 on a spool
R - 10,000 on a reel

MP 647 - Pin, 24 I 28 A.W. G.

MP648 - Sockes 24128 A.W.G.
MP649 - Pin, 20124 A.W.G.
MP650 - Socket, 20124 A.W.G.

45-Pin, Standard

45 - Pin, Budget
55-Socket, Standard

55-Socket, Budget



SHELL SIZE

CRIMP SELECT

CONTACTARRANGEMENT
CONTACTTYPE
SHELL FINISH

P-Pin
S - Socket

No designato r - Zincl yellow passivate
T-Tin
TD - Tinned and dimpled (plug only)

D-Dee 9, 15,25, 37 and 50

E,A,B,CandD

C - Seleca crimp mould without contacts

Semi automatic hand crimp tool MP600-D/HD Hand crimp tool

MP6OI-D
I nsertion/extraction tool

PP3 Semi automatic crimp machine (contact sales office for purchase/lease details)

20
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INCREASED DENSITY SI-AMPED AND CRMED DEE

Shell Tin plated steel

lnsulator Glass filled thermoplastic rated UL94V-0

Contact Copper alloy plated hard acid gold

Mechanical operations 100

Operating temperature -55'C to + 105"C

Current

All contacts simultaneously at 70'C Tamb. 3A

Working Voltage 300 Vd.c. or a.c. peak

Proof Voltage l000Vd.c. or a.c. peak

Contact Resistance l0mQmax.

lnsulation Resistance l000MOmin.
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SERIES

SHELL SIZE

MOUNTING/CRIMP SELECT

CONTACT ARRANGEMENT

CONTACT TYPE

TERMINATION TYPE

SHELL FINISH

No designator - All styles excePt crimp and 90'p.c.

C - Seleca crimp mould without contacts

X - Screwlock fitced (90"P.c. onlY)

T - Boardlock fitted (90" p'c. socket only)

P-Pin
S - Socket

No designator - Solder bucket (and crimp when selector code

has been used).

OL - Straight p.c.

N - 90' p.c. (board locks fitted as standard socket only)

T - Tin (socket only)
TD - Tinned & dimpled (Plug onlY)

HD - High Density Dee 15,26,44,62and78

EA,B,CandD

YP642 -Pin,24128 A.WG.
MP643 - Socket, 24128 A.W.G-

No designator - in packs of 100

R - 10,000 on a reel
PERFORMANCE CODE

-

0

Ctq
0

05 - Pin, 200 operations
06 - Pin, 50 operations
l5 - Sockeq 200 oPerations
l6 - Socket, 50 operations Crimp Tool MP600 - D/HD

lnsertion/Extraction Tool MP50l - HD
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25 WAY

78 vvAY

44 WAY

62 \trAY

PANEL MOUNTING

__l-l

__1-l
T p.c.
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Concact

Arrangemenc

A

crs

B

max,

c
m:rx.

STRAIGHT p.c. 90" p.c.

)l
5 74.99 30 8l t2.55 20.50

33 32 39 t4 t2.55 28.80

53.04 t2.55 42.50 il.40 98

67 63 50 69 32 t2.55 59 t0 I I 40

6t.il 66.93 t5.37' 56.30 t4 rO 208 254
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